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OS1p-Fluorometer, Art. 12910

Umweltanalytische
Produkte GmbH

Das OSlp ist ein leistungsfahiges Fluorometer,
das sich durch folgende Alleinstellungsmerkma-
le auszeichnet:
* Gewicht: nur 1.4kg, ergonomisch beson-
ders wichtig fur Gelandearbeiten
* Grosses farbiges Grafikdisplay ( 114mm
x 89mm ermoglicht bessere Einschat-
zung der Melergebnisse im Vergleich zu
einfachen alphanumerischen Anzeigen
* Touch-Screen-Eingabe statt einfacher
Tastatur
e USB-Port fiir schnellere Dateniibertra-
gung/Synchronisation mit PC
e SD-Speicherkarten fir MeRwertspeiche-
rung und Ubertragung an den PC
*  Akkulaufzeit (NiMH) fiir bis zu 12h Ein-

satzzeit

e Sattigungspuls: LED mit 690nm-Filter,
11.000 pE

* Modulierendes Licht: 660nm LED mit
690nm Filter

e Actinisches Lichtquelle: LED bis zu 1.500
UE, verhindert Uberhitzung

* Detektor: PIN Photodiode mit 700-
750nm-Filter

* Testdauer: einstellbar von 2sec bis 16h

e Kann bis zu 10 Stutzpunkte fur Rapid
Light Curves (RLC) verwenden - andere
Anbieter konnen nur 8 und haben dann
ggf Uberhitzungsproblem

et _ PAR:0A367
* Unterschiedliche Quenching Messungs- i 06 Tenp:22.5

protokolle (z.B. Puddle, Kramer und
Hendrickson)

* Y- Quantum photosynthetic yield

e Fo- Minimum Fluoreszenz

Yield and ETR measuring screen
Y is Yield AF/Fm’ and Fms is Fm’

*  Fm- maximale Fluoreszenz

* PAR- Photosynthetisch aktive Strahlung

* ETR- Elektronen Transport Rate

e Erweiterbarkeit: es kbnnen weitere
Quenching-Protokolle implementiert
werden
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Ultra Compact Chlorophyll Fluorometer

An ultra compact, battery portable system designed for plant stress field research

Plant stress research tool

Chlorophyll fluorescence is a proven optical based
technique for measuring plant stress. This is achieved
by assessing a plant’s ability to utilise available sunlight
in the photosynthesis process. Most types of plant stress
can be measured in this way.

The OS1p is the most portable, accurate and easy to
use research chlorophyll fluorometer yet. Incorporating
the latest fluorescence technology and user interface
features, the OS1p sets a new benchmark for plant
stress experimentation.

The OS1p employs the proven pulse modulation
fluorescence technique, where a rapidly pulsing
excitation light is used to induce a corresponding pulsed
fluorescence emission. This fluorescence is measured
at a longer wavelength than the excitation light. This
fluorescence intensity is plotted against time in a variety
of experimental protocols. The sophisticated detection
system distinguishes between the pulsed response and
the non-pulsed light, allowing both ambient light and
dark adapted experiments to be performed.

Ultra compact

Weighs only 1.4kg

Plant stress tests including Yield Y(II)
Accurate and reliable experimental data

Touch screen, colour, graphic display

Measure

Save Trc

The OS1p can perform the most commonly used and
widely respected fluorescence tests such as Fv/Fm,
Photosynthetic Yield Y(II), ETR, NPQ and rapid light
curve. The new Multi-flash test ensures reliable data
even at high saturation light levels.

Truly field portable

Weighing just 1.4kg, this robust, battery portable system
offers up to 12 hours of continuous operation from a
single charge.




Easy to use

A wide variety of plant stresses can be quickly and
easily analysed using the OS1p.

The OS1p has been designed with a high degree of
automation. Full programming and operation is
achieved by a series of menus on a large backlit,
colour, touch sensitive screen.

Common stress tests are pre-programmed into the
OS1p, greatly simplifying the experimental set up.
These routines can be easily changed by the
researcher whilst in the field. No separate PC device is
required.

Fvr/x YCII) RLC

Load Preset

Save Preset

Fast screening of plant stress

The selected stress tests can be initiated either from
the console or via a trigger at the end of the fibre optic
probe. Most tests only take a couple of seconds to
perform, meaning that many intact leaf samples can be
analysed over a relatively short period of time.

Calculated parameters and real time fluorescence
transient curves are presented on the colour display,
together with previous tabulated results. Comments of
up to 20 characters may also be added to the
experimental data.
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Large integral data storage

Data can either be stored in a large 1Gb internal
memory, capable of storing thousands of test data sets
and traces, or on removable SD memory cards.

Once back in the laboratory, data is quickly and easily
transferred to a PC via USB or directly from the SD
cards.

The OS1p is supplied, as standard, with an open body
cuvette, 10 dark adaption cuvettes and both a carry bag
with strap and a durable ABS transport case.

An optional algae cuvette is available.

Y(I) varies not only with different types of plant stress,
but also with light level and leaf temperature. For this
reason, it is important to use a PAR clip to achieve
reliable results.

The PAR clip can be used to maintain a constant light
level over a selected time. It may also provide ambient
light levels to a leaf on partly cloudy days.

The unigue bottom opening design of the OSI PAR
Clip allows one handed operation and prevents the clip
unexpectedly opening due to the weight of the fibre
optic cable.

A cosine corrected PAR sensor is positioned and
calibrated to measure both ambient PAR and PAR from
the internal actinic light source. Measurements of
actinic light are automatically corrected for differences
in the plane orientation between the leaf and the PAR
sensor.

A solid state thermistor provides the accurate reporting
of temperature. J




The most popular stress tests

The OS1p provides researchers with the most widely
used fluorescence test protocols, making it the ideal
choice for the routine and fast testing of plant stresses
on both algae and higher plants.

\

Quantum Photosynthetic Yield Y(lI):

16uE

Measure

Save Trc

Light adapted test, the test most suited to the widest
range of plant stresses and more sensitive for some
plant stresses than Fv/Fm. As Photosynthetic Yield
measurements can vary significantly with
environmental light and temperature, it is
recommended that the PAR Clip be used when making
Photosynthetic Yield measurements in the field.

The OS1p is able to provide constant light levels to a
leaf for at least 20 minutes, a prime requirement for
accurate Y(Il) measurements.
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The importance of Multi-flash

It has been found that, during pulse modulated
based stress tests, the complete closure of the PSII
reaction centres is problematical with leaves that
have a high actinic light history. This can result in
Photosynthetic Yield Y(IlI) being underestimated by
as much as 40%.

The OS1p features a Multi-flash protocol to
overcome these limitations. It involves consecutive
flashes at increasing saturating concentrations and
linear regression analysis to determine Fm’, using
an infinitely intense saturation pulse.

The Multi-flash methodology is already widely
accepted within the scientific community for
determining the most accurate Photosynthetic Yield
and ETR measurements.

Multi-flash is available in all the OS1p measuring
protocols and can be turned off or on by the user.
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Fv/Fm: Photochemical Efficiency:

Measure

Log
Del Last Setup

Save Trc Exit

The most widely used fluorescence test requires
pre-darkening of the leaf. The OS1p optimises Fv/Fm
measurements by firstly automatically setting the
modulated light source. Then secondly by providing a
far red light option to ensure full oxidation of PSII prior
to test.
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Quenching tests:

Log Setup Exit

Another versatile fluorescence test, Hendrickson
parameters with NPQ are provided as standard with
the OS1p. Kramer Lake model parameters or Puddle
model parameters may be purchased as alternative
protocols at the time of manufacture.
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Rapid light curves:

Start

Log Setup Exit

10 point experimental curve used to study light
saturation characteristics in variable light conditions,
such as under a canopy or aquatic work. The OS1p
provides integral curve fitting software as standard.
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Online resources

For product enquiries, device manuals, brochures and our official agents in your country: www.adc.co.uk

Follow us on our social media platforms:

Video tutorials: m YouTube: https://www.youtube.com/@adcbioscientificltd2784

News and updates: X X.com (formerly Twitter): @ADC Biosci

o Facebook: https://www.facebook.com/adcbioscientific

Vertrieb in D, A, CH: UP Umweltanalytische Produkte GmbH * www.upgmbh.com*vertrieb@upgmbh.com


https://doi.org/10.1007/S40502-023-00767-Z/TABLES/5
https://doi.org/10.3390/ANTIOX12081640/S1
https://doi.org/10.1111/PCE.14242
https://doi.org/10.3390/ANTIOX11030562
https://doi.org/10.1007/S40626-021-00213-1/FIGURES/6
https://doi.org/10.1016/J.SAJB.2020.04.020
https://doi.org/10.1093/JXB/ERX038
https://doi.org/10.1177/1934578X1601100409
mailto:sales@adc.co.uk
http://www.adc.co.uk/
https://www.youtube.com/@adcbioscientificltd2784
https://twitter.com/ADC_BioSci
https://www.facebook.com/adcbioscientific
https://twitter.com/ADC_BioSci
https://www.facebook.com/adcbioscientific
https://www.youtube.com/@adcbioscientificltd2784

	OS1P-Datenblatt-2024.pdf
	OS1p 4page V2.qxp
	f0a199cfe0130ddf599fa7f99c4f542ad51f737bd6b6bde4b6767e3bd311fc7a.pdf
	OS1p 4page V2.qxp


