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PflanzenstreR-Kit - Kompaktes und er-
schwinglichea Y(I)ETR- und Fy/Fp-

MeRgerat

Messen Sie sowohl die lichtadaptierte Quanten-
ausbeute von PSIl oder Y(ll) als auch die
dunkeladaptierte maximale potenzielle Quan-
teneffizienz von PS(ll) oder Fy/Fp; mit diesen

beiden Fluorometern in einem Kit.

Zwei Instrumente (<0,5 kg) in einem Koffer —
auch separat erhaltlich!

Das Pflanzenstress-Kit wird in einem stabilen
Koffer geliefert und enthalt das (Il)-Messgerat,
das F(V)/MF-Messgerat, 2 x Li-lonen-Akkus, 2 x
USB-Ladegerate, 2 x USB-Kabel, 10 x dunkle
Adaptionsclips, 2 x Absorptionskalibrierungskar-
ten und Handbuch auf USB-Flaschenlaufwerk.

Y(11)/ETR-Messgerat

* Y(ll) und ETR korrigiert fiir Absorption
Blattabsorption mit RGB-Sensoren
PAR und Blatttemperatur gemessen
Fm' Korrektur nach Loriaux 2013
Langzeit-Fluoreszenziiberwachungsmo-
dus

Fy/Fp-Messgerat

* Schnelle Messung von groRen
Populationen

* Leichte Dunkeladaptionsclips

*  Grafische F(y)/F)s-Kurvenanzeige

* Kompaktes, ergonomisches Design
* Messungen desselben bekannten
Zustands

Auf der Grundlage etablierter und bewahrter
wissenschaftlicher Prinzipien sind dies die fort-
schrittlichsten, kompaktesten und tragbaren
Chlorophyll-Fluorometer auf dem Markt.

Fun Q.
5 Fem 3

Der Y(Il) wird zusammen mit dem PAR von der
Blattoberseite aus gemessen, wahrend die
Blatt-temperatur von der Unterseite der
Kammer aus gemessen wird.

Das Fyfy-Messgerat passt die modulierte Licht-
intensitat und die Detektorverstarkung automa-
tisch an, um Genauigkeit und Zuverlassigkeit zu
gewahrleisten. USB-Lithium-lonen-Akkus er-
moglichen einen Dauerbetrieb von bis zu 8
Stunden im Feld.
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Technical Specification

Y(II))ETR Meter
Measured parameters:
Y(1): Quantum Photosynthetic Yield of PS(II)
ETR: Electron transport rate
PAR: Photosynthetically active radiation
T: Leaf temperature
Fums (or Fyp'): Maximum fluorescence at steady state
Fs (or F): Fluorescence under steady state
Loriaux 2013 correction of ETR and Fy,’
o: Leaf absorptance & transmittance
RH: Relative humidity 5% to 95% (+/-2% over the range)

Fy/Fy Meter

Measured parameters:
Fy/Fp: Maximum potential quantum efficiency of PSII

Fy/Fo: A normalised ratio used to improve stress detection

Fo: Fluorescence after dark adaption

Fm: Maximum fluorescence during a saturating pulse
following a period of dark adaption

Ft: Instantaneous fluorescence

USB port provided on each meter.

Data is simply downloaded to a PC or laptop device.

.csv data file format compatible with spreadsheet software.

ADC Bioscientific Ltd. www.adc.co.uk sales@adc.co.uk +44(0)1992 464527

Y(ll) and Fv/Fm meters

Saturation pulse: 7,000umol white LED
6,000pmol red LED

Modulated light: Red 660nm LED with 690nm short pass filter

Actinic light source: Ambient light only
Dark adapted only

Detection method: Pulse amplitude modulation method
Detector & Filters: PIN photodiode with 700~750nm bandpass filter

Sampling Rate: Auto-switching from 1 to 10,000 points per second,
depending on test type and phase

Automated routine to optimally set the modulated light intensity.

The modulated light may also be set manually

Multi-Flash Fm’ correction for all light adapted
protocols & quenching: May be turned off

Test Duration: About 3 seconds for fast tests and may be run for

months in monitor mode

Special Algorithms: 8 point rolling 25 ms average to determine Fm

and Fm’ eliminating saturation pulse NPQ as an issue

Storage Capacity: 2Gb non-volatile flash memory, supporting almost

unlimited data sets

Output: By USB. Comma delineated (.csv) files, all parameters

labelled and organised into columns
User Interface: Menu driven with arrows
Display: Graphic black and white display 132 x 32 pixels

Power Supply: 8 hour USB lithium ion battery supplied as standard.
Mains current may also be used. Mains plug and charger

supplied as standard

Dimensions: 23cm long with a USB cable that is 160cm long
Hard shell case: 36 x 28 x 15mm

Weight: Meters with battery & USB cable: 0.45kg

Complete with case & accessories: 1.5kg
Operating temperature range: 0°C to 50°C

Absorptance measuring standard: 2 included
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